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State Maps and Prescriptive 
Packages 

April 2000 
The State Maps and Prescriptive Packages contain supporting materials that are needed when using the 
Envelope and Mechanical Compliance Guides.  Insulation and other building envelope requirements 
and some mechanical system requirements vary by climate.  The State Maps divide the United States 
into 33 different climate zones at a county level.  Zones are numbered from 1 through 19 (consistent 
with the IECC and MECcheck  climate zones) and have a, b, and c designations to reflect climate 
differences that affect cooling; e.g., cooling degree days and solar radiation.  The climate maps are 
unchanged from Version 1. 

To determine the climate zone to use with your building, locate the map for your state and identify the 
zone number from the legend or county list. 

To determine insulation and other building envelope requirements, find the prescriptive package 
number corresponding to your climate zone.  The Envelope Compliance Guide employs a package 
approach that requires all components in your design to meet or exceed the prescribed efficiency levels 
contained in the prescriptive package.  If you find the prescriptive packages too constraining, consider 
using the COMcheck-EZ software, which allows tradeoffs among building envelope components. 



Zone 2B
Zone 3B
Zone 3C
Zone 4B
Zone 5A

Zone 5B
Zone 6B
Zone 7B
Zone 8
Zone 9B

TEXAS
CountyZone

Anderson5A
Andrews6B
Angelina5A
Aransas3B
Archer7B
Armstrong9B
Atascosa3C
Austin4B
Bailey9B
Bandera5A
Bastrop4B
Baylor7B
Bee3B
Bell5B
Bexar4B
Blanco5A
Borden7B
Bosque5B
Bowie6B
Brazoria3B
Brazos4B
Brewster5A
Briscoe8
Brooks2B
Brown5B
Burleson4B
Burnet5A
Caldwell4B
Calhoun3B

CountyZone
Callahan6B
Cameron2B
Camp6B
Carson9B
Cass6B
Castro9B
Chambers4B
Cherokee5A
Childress7B
Clay7B
Cochran8
Coke6B
Coleman5B
Collin6B

CountyZone
Collingsworth7B
Colorado4B
Comal4B
Comanche5B
Concho5B
Cooke6B
Coryell5B
Cottle7B
Crane5B
Crockett5B
Crosby7B
Culberson6B
Dallam9B
Dallas5B

CountyZone
Dawson7B
De Witt3C
Deaf Smith9B
Delta6B
Denton6B
Dickens7B
Dimmit3C
Donley8
Duval3C
Eastland6B
Ector6B
Edwards5A
El Paso6B
Ellis5B
Erath6B
Falls5B
Fannin6B
Fayette4B
Fisher6B
Floyd8
Foard7B
Fort Bend4B

CountyZone
Franklin6B
Freestone5B
Frio3C
Gaines7B
Galveston3B
Garza7B
Gillespie5A
Glasscock6B
Goliad3B
Gonzales4B
Gray9B
Grayson6B
Gregg6B
Grimes4B
Guadalupe4B
Hale8
Hall8
Hamilton5B
Hansford9B
Hardeman7B
Hardin4B
Harris4B

CountyZone
Harrison6B
Hartley9B
Haskell6B
Hays5B
Hemphill9B
Henderson5B
Hidalgo2B
Hill5B
Hockley8
Hood5B
Hopkins6B
Houston5A
Howard6B
Hudspeth6B
Hunt6B
Hutchinson9B
Irion5B
Jack6B
Jackson3B
Jasper5A
Jeff Davis6B
Jefferson4B
Jim Hogg2B
Jim Wells3C
Johnson5B
Jones6B
Karnes3C
Kaufman6B
Kendall5A
Kenedy2B
Kent7B
Kerr5A
Kimble5A
King7B
Kinney4B
Kleberg2B
Knox7B
La Salle3C
Lamar6B
Lamb8
Lampasas5B
Lavaca4B
Lee4B
Leon5B
Liberty4B
Limestone5B
Lipscomb9B
Live Oak3C
Llano5B
Loving6B
Lubbock7B

CountyZone
Lynn7B
Madison4B
Marion6B
Martin6B
Mason5B
Matagorda3B
Maverick3C
Mcculloch5B
Mclennan5B
Mcmullen3C
Medina4B
Menard5B
Midland6B
Milam4B
Mills5B
Mitchell6B
Montague6B
Montgomery4B
Moore9B
Morris6B
Motley7B
Nacogdoches5A
Navarro5B
Newton5A
Nolan6B
Nueces3B
Ochiltree9B
Oldham9B
Orange4B
Palo Pinto6B
Panola5A
Parker6B
Parmer9B
Pecos5A
Polk5A
Potter9B
Presidio5A
Rains6B
Randall9B
Reagan5B
Real5A
Red River6B
Reeves6B
Refugio3B
Roberts9B
Robertson4B
Rockwall6B
Runnels5B
Rusk5B
Sabine5A
San Augustine5A

CountyZone
San Jacinto4B
San Patricio3B
San Saba5B
Schleicher5B
Scurry7B
Shackelford6B
Shelby5A
Sherman9B
Smith5B
Somervell5B
Starr2B
Stephens6B
Sterling6B
Stonewall7B
Sutton5A
Swisher8
Tarrant5B
Taylor6B
Terrell5A
Terry7B
Throckmorton6B
Titus6B
Tom Green5B
Travis5B
Trinity5A
Tyler5A
Upshur6B
Upton5B
Uvalde4B
Val Verde4B
Van Zandt6B
Victoria3B
Walker4B
Waller4B
Ward6B
Washington4B
Webb3C
Wharton3B
Wheeler9B
Wichita7B
Wilbarger7B
Willacy2B
Williamson5B
Wilson4B
Winkler6B
Wise6B
Wood6B
Yoakum8
Young6B
Zapata2B
Zavala3C

COMcheck-EZ Climate Map                                                         U.S. Department of Energy - Building Standards and Guidelines Program                                                       Version 2.1, April 2000



COMcheck-EZ™ Prescriptive Packages Climate Zone 2b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum R-Value NA 0 0 NA 0 0 NA 11 11 NA 11 11
Any Spacing
CMU, 8 in. or greater Minimum R-Value 0 0 0 0 0 0 0 0 0 0 0 0
with Integral Insulation(b)
All Other Minimum R-Value 0 0 0 0 0 0 5 11 11 5 11 11
Masonry Walls(c)

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.5 0.6 0.7 0.5 0.6 0.7 0.4 0.5 0.7

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 16 19 16 19 16 19 16 19

Nonwood Joist/Truss
Minimum R-Value 17 25 17 25 17 25 17 25

Concrete Slab or Deck
Minimum R-Value 16  NA 16  NA 16  NA 16  NA 

Metal Purlin with Thermal Break
Minimum R-Value 17 25 17 25 17 25 17 25

Metal Purlin without Thermal Break
Minimum R-Value 17 X 17 X 17 X 17 30

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Nonwood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Concrete Slab or Deck
Minimum R-Value 1  NA 1  NA 1  NA 1  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements.  - "NA" indicates the category is not applicable.
(b)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - A minimum R-value of zero indicates no insulation is required.
(c)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;  - "Any" indicates any available product will comply.
       lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.  - "X" indicates no complying option exists in the prescriptive packages. 
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COMcheck-EZ™ Prescriptive Packages Climate Zone 3b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum R-Value NA 0 0 NA 0 0 NA 0 0 NA 7 7
Any Spacing
CMU, 8 in. or greater Minimum R-Value 0 0 0 0 0 0 0 0 0 0 0 0
with Integral Insulation(b)
All Other Minimum R-Value 0 0 0 0 0 0 0 0 0 0 0 0
Masonry Walls(c)

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.5 0.6 0.7 0.4 0.5 0.6 0.4 0.5 0.6

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 12 19 12 19 12 19 12 19

Nonwood Joist/Truss
Minimum R-Value 13 19 13 19 13 19 13 19

Concrete Slab or Deck
Minimum R-Value 12  NA 12  NA 12  NA 12  NA 

Metal Purlin with Thermal Break
Minimum R-Value 13 19 13 19 13 19 13 19

Metal Purlin without Thermal Break
Minimum R-Value 13 30 13 30 13 30 13 30

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Nonwood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Concrete Slab or Deck
Minimum R-Value 2  NA 2  NA 2  NA 2  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements.  - "NA" indicates the category is not applicable.
(b)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - A minimum R-value of zero indicates no insulation is required.
(c)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;  - "Any" indicates any available product will comply.
       lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.  - "X" indicates no complying option exists in the prescriptive packages. 

COMcheck-EZ Prescriptive Packages                                                                                         U.S. Department of Energy - Building Standards and Guidelines Program Version 2.1, April 2000



COMcheck-EZ™ Prescriptive Packages Climate Zone 3c

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum R-Value NA 0 0 NA 11 0 NA 11 11 NA 11 11
Any Spacing
CMU, 8 in. or greater Minimum R-Value 0 0 0 0 0 0 0 0 0 0 0 0
with Integral Insulation(b)
All Other Minimum R-Value 0 0 0 0 0 0 5 11 11 5 11 11
Masonry Walls(c)

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.5 0.6 0.7 0.4 0.5 0.6 0.4 0.5 0.6

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 16 19 19 25 19 25 19 25

Nonwood Joist/Truss
Minimum R-Value 17 25 20 25 20 25 20 25

Concrete Slab or Deck
Minimum R-Value 16  NA 19  NA 19  NA 19  NA 

Metal Purlin with Thermal Break
Minimum R-Value 17 25 20 30 20 30 20 30

Metal Purlin without Thermal Break
Minimum R-Value 17 X 20 X 20 X 20 38

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Nonwood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Concrete Slab or Deck
Minimum R-Value 2  NA 2  NA 2  NA 2  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements.  - "NA" indicates the category is not applicable.
(b)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - A minimum R-value of zero indicates no insulation is required.
(c)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;  - "Any" indicates any available product will comply.
       lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.  - "X" indicates no complying option exists in the prescriptive packages. 
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COMcheck-EZ™ Prescriptive Packages Climate Zone 4b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a,b)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum Cavity R-Value (c) NA 11 11 NA 11 11 NA 11 11 NA 13 11
Any Spacing Minimum Continuous R-Value (d) NA 0 0 NA 0 0 NA 0 0 NA 3 0
CMU, 8 in. or greater Minimum Cavity R-Value NA 0 0 NA 0 0 NA 0 0 NA 0 0
with Integral Insulation(e) Minimum Continuous R-Value 0 0 0 0 0 0 0 0 0 0 0 0
All Other Minimum Cavity R-Value NA 0 0 NA 11 11 NA 11 11 NA 11 11
Masonry Walls(f) Minimum Continuous R-Value 0 0 0 5 0 0 5 0 0 5 0 0

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.6 0.7 Any 0.4 0.5 0.6 0.4 0.5 0.6

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 16 19 16 19 16 19 16 19

Nonwood Joist/Truss
Minimum R-Value 17 25 17 25 17 25 17 25

Concrete Slab or Deck
Minimum R-Value 16  NA 16  NA 16  NA 16  NA 

Metal Purlin with Thermal Break
Minimum R-Value 17 25 17 25 17 25 17 25

Metal Purlin without Thermal Break
Minimum R-Value 17 X 17 X 17 X 17 30

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Nonwood Joist/Truss
Minimum R-Value 4 11 4 11 4 11 4 11

Concrete Slab or Deck
Minimum R-Value 4  NA 4  NA 4  NA 4  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements. (f)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;
(b)  Where values are shown for both cavity and continuous insulation, both requirements must be met.        lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.
(c)  Cavity insulation is insulation between framing members or furring strips and does not refer to
       integral insulation in CMUs.  - "NA" indicates the category is not applicable.
(d)  Continuous insulation is insulation that is continuous across structural members, and its effectiveness  - A minimum R-value of zero indicates no insulation is required.
       is undimished by compression or bridging.  - "Any" indicates any available product will comply.
(e)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - "X" indicates no complying option exists in the prescriptive packages. 
       Minimum R-values are in addition to insulation in CMU voids.
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COMcheck-EZ™ Prescriptive Packages Climate Zone 5a

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum R-Value NA 11 11 NA 11 11 NA 11 11 NA 11 11
Any Spacing
CMU, 8 in. or greater Minimum R-Value 0 0 0 0 0 0 0 0 0 0 0 0
with Integral Insulation(b)
All Other Minimum R-Value 0 0 0 5 11 11 5 11 11 5 11 11
Masonry Walls(c)

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.6 0.7 Any 0.5 0.6 0.7 0.4 0.5 0.7

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 14 19 16 19 16 19 16 19

Nonwood Joist/Truss
Minimum R-Value 15 19 17 25 17 25 17 25

Concrete Slab or Deck
Minimum R-Value 14  NA 16  NA 16  NA 16  NA 

Metal Purlin with Thermal Break
Minimum R-Value 15 25 17 25 17 25 17 25

Metal Purlin without Thermal Break
Minimum R-Value 15 X 17 X 17 X 17 30

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 5 11 5 11 5 11 5 11

Nonwood Joist/Truss
Minimum R-Value 6 11 6 11 6 11 6 11

Concrete Slab or Deck
Minimum R-Value 5  NA 5  NA 5  NA 5  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements.  - "NA" indicates the category is not applicable.
(b)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - A minimum R-value of zero indicates no insulation is required.
(c)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;  - "Any" indicates any available product will comply.
       lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.  - "X" indicates no complying option exists in the prescriptive packages. 
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COMcheck-EZ™ Prescriptive Packages Climate Zone 5b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a,b)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum Cavity R-Value (c) NA 11 11 NA 11 11 NA 11 11 NA 13 11
Any Spacing Minimum Continuous R-Value (d) NA 0 0 NA 0 0 NA 0 0 NA 3 0
CMU, 8 in. or greater Minimum Cavity R-Value NA 0 0 NA 11 11 NA 11 11 NA 11 11
with Integral Insulation(e) Minimum Continuous R-Value 0 0 0 5 0 0 5 0 0 5 0 0
All Other Minimum Cavity R-Value NA 0 0 NA 11 11 NA 11 11 NA 11 11
Masonry Walls(f) Minimum Continuous R-Value 0 0 0 5 0 0 5 0 0 5 0 0

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.6 0.7 Any 0.4 0.5 0.6 0.4 0.5 0.6

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 14 19 19 25 19 25 19 25

Nonwood Joist/Truss
Minimum R-Value 15 19 20 25 20 25 20 25

Concrete Slab or Deck
Minimum R-Value 14  NA 19  NA 19  NA 19  NA 

Metal Purlin with Thermal Break
Minimum R-Value 15 25 20 30 20 30 20 30

Metal Purlin without Thermal Break
Minimum R-Value 15 X 20 X 20 X 20 38

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 5 11 5 11 5 11 5 11

Nonwood Joist/Truss
Minimum R-Value 6 11 6 11 6 11 6 11

Concrete Slab or Deck
Minimum R-Value 5  NA 5  NA 5  NA 5  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements. (f)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;
(b)  Where values are shown for both cavity and continuous insulation, both requirements must be met.        lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.
(c)  Cavity insulation is insulation between framing members or furring strips and does not refer to
       integral insulation in CMUs.  - "NA" indicates the category is not applicable.
(d)  Continuous insulation is insulation that is continuous across structural members, and its effectiveness  - A minimum R-value of zero indicates no insulation is required.
       is undimished by compression or bridging.  - "Any" indicates any available product will comply.
(e)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - "X" indicates no complying option exists in the prescriptive packages. 
       Minimum R-values are in addition to insulation in CMU voids.
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COMcheck-EZ™ Prescriptive Packages Climate Zone 6b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum R-Value NA 11 11 NA 11 11 NA 11 11 NA 11 11
Any Spacing
CMU, 8 in. or greater Minimum R-Value 0 0 0 0 0 0 0 0 0 0 0 0
with Integral Insulation(b)
All Other Minimum R-Value 0 0 0 5 11 11 5 11 11 5 11 11
Masonry Walls(c)

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.6 0.7 Any 0.5 0.6 0.7 0.4 0.5 0.7

Maximum U-Factor
Any Any Any Any Any Any 0.7 0.7 0.7 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 1 1 1 1

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 16 19 16 19 19 25 19 25

Nonwood Joist/Truss
Minimum R-Value 17 25 17 25 20 25 20 25

Concrete Slab or Deck
Minimum R-Value 16  NA 16  NA 19  NA 19  NA 

Metal Purlin with Thermal Break
Minimum R-Value 17 25 17 25 20 30 20 30

Metal Purlin without Thermal Break
Minimum R-Value 17 X 17 X 20 X 20 38

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 6 11 6 11 6 11 6 11

Nonwood Joist/Truss
Minimum R-Value 6 11 6 11 6 11 6 11

Concrete Slab or Deck
Minimum R-Value 6  NA 6  NA 6  NA 6  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements.  - "NA" indicates the category is not applicable.
(b)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - A minimum R-value of zero indicates no insulation is required.
(c)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;  - "Any" indicates any available product will comply.
       lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.  - "X" indicates no complying option exists in the prescriptive packages. 
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COMcheck-EZ™ Prescriptive Packages Climate Zone 7b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a,b)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum Cavity R-Value (c) NA 11 11 NA 11 11 NA 13 13 NA 13 13
Any Spacing Minimum Continuous R-Value (d) NA 0 0 NA 0 0 NA 0 0 NA 3 0
CMU, 8 in. or greater Minimum Cavity R-Value NA 0 0 NA 11 11 NA 11 11 NA 11 11
with Integral Insulation(e) Minimum Continuous R-Value 0 0 0 5 0 0 5 0 0 5 0 0
All Other Minimum Cavity R-Value NA 11 11 NA 11 11 NA 13 11 NA 13 11
Masonry Walls(f) Minimum Continuous R-Value 5 0 0 5 0 0 6 0 0 6 0 0

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.5 0.6 0.7 0.4 0.5 0.6 0.3 0.4 0.5

Maximum U-Factor
Any Any Any 0.7 0.7 0.7 0.7(g) 0.7(g) 0.7(g) 0.7 0.7 0.7

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 0.8 0.8 0.8 0.8

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 14 19 19 25 19 25 19 25

Nonwood Joist/Truss
Minimum R-Value 15 19 20 25 20 25 20 25

Concrete Slab or Deck
Minimum R-Value 14  NA 19  NA 19  NA 19  NA 

Metal Purlin with Thermal Break
Minimum R-Value 15 25 20 30 20 30 20 30

Metal Purlin without Thermal Break
Minimum R-Value 15 X 20 X 20 X 20 38

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 7 11 7 11 7 11 7 11

Nonwood Joist/Truss
Minimum R-Value 8 11 8 11 8 11 8 11

Concrete Slab or Deck
Minimum R-Value 8  NA 8  NA 8  NA 8  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements. (f)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;
(b)  Where values are shown for both cavity and continuous insulation, both requirements must be met.        lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.
(c)  Cavity insulation is insulation between framing members or furring strips and does not refer to (g)  For buildings over 3 stories in height, the maximum U-factor shall be 0.60.
       integral insulation in CMUs.  - "NA" indicates the category is not applicable.
(d)  Continuous insulation is insulation that is continuous across structural members, and its effectiveness  - A minimum R-value of zero indicates no insulation is required.
       is undimished by compression or bridging.  - "Any" indicates any available product will comply.
(e)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - "X" indicates no complying option exists in the prescriptive packages. 
       Minimum R-values are in addition to insulation in CMU voids.
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COMcheck-EZ™ Prescriptive Packages Climate Zone 8

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum R-Value NA 11 11 NA 13 11 NA 13 11 NA 13 11
Any Spacing
CMU, 8 in. or greater Minimum R-Value 5 11 11 5 11 11 5 11 11 5 11 11
with Integral Insulation(b)
All Other Minimum R-Value 5 11 11 6 13 11 6 13 11 6 13 11
Masonry Walls(c)

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.5 0.6 0.7 0.4 0.5 0.6 0.3 0.4 0.5

Maximum U-Factor
Any Any Any 0.7 0.7 0.7 0.5 0.5 0.5 0.5 0.5 0.5

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 0.8 0.8 0.8 0.8

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 14 19 19 25 19 25 19 25

Nonwood Joist/Truss
Minimum R-Value 15 19 20 25 20 25 20 25

Concrete Slab or Deck
Minimum R-Value 14  NA 19  NA 19  NA 19  NA 

Metal Purlin with Thermal Break
Minimum R-Value 15 25 20 30 20 30 20 30

Metal Purlin without Thermal Break
Minimum R-Value 15 X 20 X 20 X 20 38

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 9 11 9 11 9 11 9 11

Nonwood Joist/Truss
Minimum R-Value 10 11 10 11 10 11 10 11

Concrete Slab or Deck
Minimum R-Value 9  NA 9  NA 9  NA 9  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements.  - "NA" indicates the category is not applicable.
(b)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - A minimum R-value of zero indicates no insulation is required.
       Minimum R-values are in addition to insulation in CMU voids.  - "Any" indicates any available product will comply.
(c)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;  - "X" indicates no complying option exists in the prescriptive packages. 
       lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.
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COMcheck-EZ™ Prescriptive Packages Climate Zone 9b

Envelope Component Low Fenestration Area Medium Fenestration Area High Fenestration Area Very High Fenestration Area
(0-10% Window-Wall Ratio) (10%-25% Window-Wall Ratio) (25%-40% Window-Wall Ratio) (40%-50% Window-Wall Ratio)

Walls (a,b)
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     
No       

Framing       or
Metal     

Framing    or
Wood      

Framing     

Framed Minimum Cavity R-Value (c) NA 11 11 NA 11 11 NA 13 11 NA 13 13
Any Spacing Minimum Continuous R-Value (d) NA 0 0 NA 0 0 NA 0 0 NA 5 3
CMU, 8 in. or greater Minimum Cavity R-Value NA 11 11 NA 11 11 NA 11 11 NA 11 11
with Integral Insulation(e) Minimum Continuous R-Value 5 0 0 5 0 0 5 0 0 5 0 0
All Other Minimum Cavity R-Value NA 11 11 NA 11 11 NA 13 11 NA 13 11
Masonry Walls(f) Minimum Continuous R-Value 5 0 0 5 0 0 6 0 0 6 0 0

Windows
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection
No 

Projection
≥≥.25 

Projection
≥≥.5 

Projection

Maximum Solar Heat Gain Coefficient
Any Any Any 0.5 0.6 0.7 0.4 0.5 0.6 0.3 0.4 0.5

Maximum U-Factor
Any Any Any 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

Skylight (Limit 3% of Roof Area)

Maximum U-Factor 0.8 0.8 0.8 0.8

Roof
Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

Continuous 
Insulation or

Roof Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 15 19 19 25 19 25 19 25

Nonwood Joist/Truss
Minimum R-Value 16 19 20 25 20 25 20 25

Concrete Slab or Deck
Minimum R-Value 15  NA 19  NA 19  NA 19  NA 

Metal Purlin with Thermal Break
Minimum R-Value 16 25 20 30 20 30 20 30

Metal Purlin without Thermal Break
Minimum R-Value 16 X 20 X 20 X 20 38

Floor
Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

Continuous 
Insulation or

Cavity 
Insulation

All-Wood Joist/Truss
Minimum R-Value 11 13 11 13 11 13 11 13

Nonwood Joist/Truss
Minimum R-Value 12 13 12 13 12 13 12 13

Concrete Slab or Deck
Minimum R-Value 12  NA 12  NA 12  NA 12  NA 

Slab Edge or Basement Walls Insulation Insulation Insulation Insulation

Minimum R-Value 0 0 0 0

Notes:

(a)  For walls next to unconditioned spaces, use the Low Fenestration Area wall requirements. (f)  Use of the Other Masonry Walls category is restricted to walls weighing 35 lb/ft2 or more;
(b)  Where values are shown for both cavity and continuous insulation, both requirements must be met.        lightweight masonry veneers and unfilled CMUs <8 in. in thickness do not qualify.
(c)  Cavity insulation is insulation between framing members or furring strips and does not refer to
       integral insulation in CMUs.  - "NA" indicates the category is not applicable.
(d)  Continuous insulation is insulation that is continuous across structural members, and its effectiveness  - A minimum R-value of zero indicates no insulation is required.
       is undimished by compression or bridging.  - "Any" indicates any available product will comply.
(e)  Integral insulation in concrete masonry units may be perlite, vermiculite, or other insulating material.  - "X" indicates no complying option exists in the prescriptive packages. 
       Minimum R-values are in addition to insulation in CMU voids.
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